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Abstract─Large-scale renewable energy integration 
involving large scale PV plant is becoming popular in the last 
decade due to global warming and climate change. PV plant 
offers clean and environmentally friendly electricity. However, 
PV plant also provides unwanted impact in term of frequency 
stability. Hence appropriate, load frequency control due to the 
integration of PV plant is inevitable. This paper proposed an 
intelligent approach based on a differential evolutional 
algorithm (DEA) to optimize the control parameters of load 
frequency control (LFC) device. Time domain simulation was 
carried out to analyses, the frequency nadir of the system. The 
simulation results suggested that a significant enhancement of 
system dynamic behavior was monitored when the control 
parameters of LFC were optimized using the proposed DEA. 
Moreover, the proposed algorithm provided a promising result 
to improve system dynamic response in the system with high 
penetration of PV power plant. 
 
Index Term─ Load frequency control, pv plant, differential 
evolution algorithm. 
 
 
I. INTRODUCTION 
ENEWABLE energy (RE) based power generation has 
been increasing significantly in recent year due to its 
technical, economical and enviromenal benefits. Moreover, 
fast development of power electronic and energy storage 
devices have also encouraged implementation of those 
renewable power generation. As the installed capacities of 
these novel type of power generations are contiuosly 
growing, it may affect power system operation, planning and 
control. Specifically, the dynamic behaviour of a power 
system with high penetrations of RE based power generation 
would be different to the conventional power system. To 
provide a good quality of electricity service, voltage and 
system frequency have to be maintained within its allowable 
limits. One of the critial concerns in integrating large scale 
RE power plant is how to maintain system frequency under 
various circumstances.      
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With the integration of large scale RE power generation 
unit, large fluctuation of system frequency potentially 
occurred due to intermittency and unertainty of RE resources 
and changing of load conditions. Hence, an equilibrium 
operating point might be perturbed frequently, resulting in a 
fluctuation of system frequency and unstable operating 
conditions [1]. When the power system is subjected to a 
disturbance, a continous growth of oscillatory condition 
might happen if the balance condition cannot be resolved, 
bringing the power system into an unstable situation. In the 
case of lossing a portion of generating power or sudden 
increase of load, the fluctuation of system frequency  
emerged, leading to cascaded load shedding or even resulting 
in partial shut-down or complete black-out. 
A frequency problem is usually handled by a load 
frequency control (LFC) device. The LFC is a part of the 
automatic generation control (AGC) system which is 
responsible for providing damping and maintaining 
frequency stability [2]. However, a severe frequency 
instability problem might arise when the LFC capacity is not 
enough to compensate unbalance of generation and demand. 
The LFC is a critical device to maintain system frequency. 
It should be able to provide a fast response to compensate 
frequency deviation under fluctuation and perturbed 
circumstances. Many control algorithms have been proposed 
to ensure robust operation of LFC devices. A conventional PI 
controller has been widely implemented in LFC control area. 
However, since the tuning procedure of the PI controller 
mostly using a trial and error method, it is difficult to find the 
optimum setting to establish a good system dynamic 
performance. Another conventional tuning approaches such 
as modulus optimum criteria and point estimate method 
require a lot of efforts and time when it is applied for a wide 
range interconnected power system. Moreover, with the 
increasing penetration of RE based power plant, the tuning 
problems become more complicated. Since the tunning 
procedure should consider the controller of those novel power 
generation units. 
To overcome those concerns, a novel optimization method 
approach based on differential evolution algorithm (DEA) is 
proposed. Compare with other evlutionary algorith, DEA 
uses a different procedure for mutation and recombination 
phases and has a minimum number of control parameters 
which offers more efficient iterative process and faster for 
converging [3]. Moreover, it allows optimization of fitness 
function of discrete variables [4]. 
This paper addresses a tuning procedure of LFC using 
DEA in a power system environment with penetration of 
large-scale PV generations.   It is expected that the proposed 
tuning procedure of LFC can enhance the system dynamic 
response.
R 
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Hence, eventually it can improve the dynamic behavior of 
the power system which incorporated large-scale PV 
generation. The remainder of the paper is given as follows. 
Section II represents modelling procedures of the LFC, 
governor and power system components involving 
synchronous generator and PV power plant. In section III, 
optimization procedure based on a differential evolution 
algorithm is presented. The comparisons of system dynamic 
responses using three different control approaches and the 
simulations results are given in section IV. At the end of the 
paper, the conclusions of the presented works are presented 
in section V. 
II. SYSTEM MODELING 
The following section represents modeling approach of 
LFC device and power system components. The developed 
models are then applied in the selected test system to 
investigate the frequency stability problem in the system with 
high PV penetration. Moreover, the DEA algorithm is also 
implemented to optimize the control parameters of the LFC 
in order to enhance system dynamic responses.  
A. Load Frequency Control 
It is obvious in power system operation that the change of 
electric power affects the system frequency. When the load 
increases, the system frequency drops due to a lack of 
generated power from the generator. Conversely, when the 
generated power is larger than the load, frequency increases 
due to the surplus of generated power from the generator. To 
restore the system frequency, the additional power from 
generation unit should be increased or decreased 
proportionally to obtain a balance condition between 
generation and load demand. 
As previously mentioned, load fluctuation might cause the 
fluctuation of frequency. When the frequency fluctuation is 
not resolved, it will lead to oscillatory condition on 
frequency. Therefore, it is necessary to have a good method 
to maintain system frequency. In a conventional power 
system, regulation of system frequency is facilitated by load 
frequency control (LFC) device as depicted in Fig.1. It is 
shown that the generator output in the form of the frequency 
being detected by the frequency sensor, then the signal will 
flow toward the LFC block. The LFC block also receives 
power flow signals between areas of an interconnected power 
system. Moreover, the LFC provides a signal to control valve 
of the steam governor that regulates the turbine [5].  
The relationship between the turbine and generator 
rotation can be described using (1) 
  
dt
d
HTT GB
 )(           (1) 
where TG and TB are generator and load couplings 
respectively. While ܪ and ߱  are inertia and rotor speed of the 
generator respectively. Frequency increases if the active 
power generated by the generator is greater than the required 
active power. On the other hand, the frequency drops if the 
active power generated by the generator is less than the 
demand. 
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Fig. 1. Schematic diagram of LFC 
Active power generator arrangement is made by adjusting 
the coupling drive the generator. Therefore, controlling 
system frequency can be realized by regulating the prime 
movers. The mathematical representation of increasing and 
decreasing frequency stated in (2) and (3). 
TG-TB =ΔT<0, so dω/dt<0, frequency decrease       (2) 
TG-TB =ΔT>0, so dω/dt>0, frequency decrease       (3) 
 
B. System Modeling 
For simplicity, the dynamic of a synchronous generator 
can be represented using the swing equation. For small 
disturbance, the swing equation of the synchronous machine 
is given by (4) [6]. 
 em
s
PP
t
H 

2
22 
          (4) 
where H represents the inertia constant of the synchronous 
generator. Mechanical active and electrical active power is 
represented by Pm and Pe respectively. 
The swing equation can also be represented using small 
changing in rotor speed as given by (5). 
 )(
2
1
em PPHt
s 
 
         (5) 
In a per-unit system, equation (5) can be presented as given 
in (6). 
 )(
2
1
em PPHt

 
          (6) 
Then equation (6) should be transformed into the Laplace 
domain as shown in (7). 
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2
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From Eq. (7), a block diagram of generator rotor speed is 
presented in Fig. 2. 
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Fig. 2. Block diagram of the generator [6]. 
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Loads in power system comprised of a variety of electrical 
equipment.  A static load such as lamps and electric heater 
are not influenced by the frequency oscillation. Conversely, 
the dynamic load such as an electric motor is very sensitive 
to frequency fluctuation. Therefore, a load fluctuation can be 
represented as a function of active power and system 
frequency. The change of active power under a load 
fluctuation event can be started using (8). 
   DPP Le           (8) 
 Where PL and D represent load changing and damping 
constant respectively. Equation (8) can be transformed into 
block diagram as depicted in Fig. 3. 
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Fig. 3. Block diagram of generator considering load changing [6]. 
The source of mechanical energy is called a prime mover 
which can be powered by water, gas, and steam. In this 
research, the prime movers model is non-reheat steam prime 
movers or can be called as a non-reheat steam turbine. 
Turbine model is related to mechanical power output (Pm) and 
the position of the steam valve (PV). Steam turbine model can 
be approximated by a simple time constant as stated in (9). 
Equation (9) can be transformed into a block diagram as 
shown in Fig. 4.  
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Fi. 4. Block diagram of a turbine [6]. 
As previously mentioned, the load fluctuation affects the 
system frequency. Therefore, to maintain system frequency 
under the load change, a governor is introduced. When the 
load on the generator increases suddenly, the mechanical 
power exceeds the electrical power. This resulted in reduced 
kinetic energy, causing the speed of the turbine and the 
frequency of generator drops. The governor detects this speed 
fluctuation. Governor in charge of giving the action against 
the inlet valve of the prime movers for change the mechanical 
output power to bring turbine speed in a stable condition. 
Under a stable operation, the governors are designed to 
constrain the speed reduction of the expense increase of 
active power. Steady-state characteristics of the governor are 
shown in Fig. 5.  
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Fig. 5. Steady-state characteristic of the governor [6]. 
The slope of the governor has a special provision which is 
5 to 6 percent of zero until finding the best condition. The 
speed governor mechanism work as a comparator to the 
output of the governor (ΔPG). It consists of the power 
reference (ΔPreff) and governor characteristic ( 
R
1
). This 
can be described using (10). 
  
R
PP reffG
1
        (10) 
Transform Eq. (10) into Laplace domain as state in (11) [4]. 
  )(
1
))( s
R
sPsP reffG         (11) 
The ΔPG transformed into hydraulic reinforcement as a 
steam valve position command (ΔPv). The assumed 
relationship is a linear system and considers the time delay of 
the governor (TG), then the equation in the Laplace domain 
can be described using (12). Fig. 6 depicts the block diagram 
representation of Eq. (12). 
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Fig. 6. Block diagram of the governor [6]. 
By combining the block diagram of the generator with load, 
turbine, and governor, isolated LFC can be obtained as 
depicted in Fig. 7 [6]. 
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Fig. 7. Isolated LFC [6]. 
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C. PV Plant Model 
PV plant model comprises of three important parts; PV 
array, power electronics devices, and the associated 
controller. PV array output current can be described using 
(13) [7], [8]. 


  1)(exp)( 0 kTnN
qRIV
INGII
s
sPVA
pSCAPV      (13) 
Where k = Boltzmann’s constant (1.38e-19), T = temperature 
(K), IPV = array current (A), VA = array voltage (V), q = charge 
of an electron (1.6e-19 C), n = ideality factor, ܫ଴ = reverse 
saturation current of diode (A), RS = array series resistance 
(ohm), ISCA (G) = NpISC (G), ISC = cell short-circuit current (A), 
G = solar insolation (W/m2), Np  = number of modules in 
parallel; NS = NCSNSM, NCS = number of series connected cells 
in a module, and ௌܰெ = number of modules in series. 
For load frequency study, PV generation modeled into a 
set of two-order differential equation [8]. Fig. 8 shows the 
block diagram of the PV generation for LFC study. 
 
PV Model
1
1 i nT s 1
1
1
c
T s
 
Fig. 8. PV model [9]. 
D. PID controller 
Stability of the system cannot be separated from their 
errors caused by small or large perturbation. This error can 
cause fluctuation in the dynamic behaviors of the system and 
lead to the unstable condition. Hence, to reduce the system 
errors and maintain the stability of the system, a controller is 
inevitable devices in the system. Among the number of the 
controller, the PID controller is the most employed devices in 
among industry practitioners. PID controller provides fast 
response and easy to use [5], [10], [11]. PID controller also 
accelerates the reaction of the system, eliminating offset and 
produce large initial changes. Fig. 9 shows the block diagram 
of a PID controller. 
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Fig. 9. Block diagram of PID controller [5], [10], [11]. 
III. DIFFERENTIAL EVOLUTION ALGORITHM 
In general, the optimization technique must qualify to 
handle the cost function that is non-differentiable, nonlinear 
and multimodal and has a good convergence. Differential 
evolution algorithm (DEA) is one method of finding the 
optimum value which has been designed to meet these 
requirements. This method was introduced by Storn and 
Prince [12]–[14] initialization initial value DEA randomized 
in a particular area that has a limitation. The limit is 
comprised of an upper limit (bU), and the lower limit (bL) 
determined for each parameter.  
The value of each initial vector generated randomly 
between these limits. The mathematical representation of 
initializing the population is stated in (14). 
  LjLjUjjgij bbbrandx ,,,,, )()1,0(       (14) 
After initialization, the next steps is mutation and 
recombination to produce a trial vector Np. Mutation in DEA 
called differential mutation; this is done by combining the 
difference vector of the three randomly vectors to produce a 
mutant vector. This process can be described using (15).  
  )( ,2,10, grgrrgi xxFxv        (15) 
With vi,g and F are mutant vectors and real number with a 
range 0-1 respectively. While xr1, xr2, and xr0 are random 
vectors respectively.  
DEA crossover used to supplement the search of 
differential mutation. The purpose of the crossover is formed 
trial vector DEA from the parameter values that duplicated 
from two different vectors, namely the initial vector with the 
mutant vector. The crossover step can be described using 
(16). 

  randrjgij
anothergij
jjorCrandifv
xgijgi uu
)1,0((
,,,
,,
,,
     (16) 
The probability of crossover (Cr) with a range of 0-1 is 
the value specified by the users to control the distribution of 
parameter values duplicated from the mutant. randj (0,1) is a 
random value that determines whether the vector in crossover 
or not. If the value randj (0,1) of a vector is less then Cr, the 
value of the vector to be duplicated in the trial vector is a 
mutant vector. If the opposite is true, then the value of the 
vector to be duplicated in the trial vector is the initial vector 
[12]–[14].  
Next step is the selection. The purpose of this step is to 
determine the vector that will become members of the 
population for the next iteration. If the trial vector (ui,g), has 
the objective function value equal to or smaller than the target 
vector (xi,g), then he changed the target vector in the 
generation or the next iteration. Conversely, if the trial vector 
(ui,g) has the objective function value that is greater than the 
target vector (xi,g), the vector targets remain a member of the 
generation or the next iteration [12]–[14]. This is stated in 
(17). 
  
  )()(, ,,, ,,
gigigi
gij
xfufifu
anotherxgix        (17) 
 
IV. RESULT AND DISCUSSIONS 
A. Case Study 1 
In this case study, a load frequency control (LFC) of two 
area power system, popularly known as “Hadi Saadat” model 
was used. This system comprises of an 11-order model 
equipped with PID controller as governor controller as shown 
Fig. 10. To analyze the performance of the system, a small 
disturbance was applied in area 1 by giving 0.01 step input of 
load. Fig. 11-13 illustrate time domain simulations of inter-
area power and frequency oscillation in area 1 and 2. It was 
observed that due to a small disturbance in area 1, overshoot 
of power signal in area 1, area 2 and inter-area emerged. It 
was noticeable that the worst dynamic response, represented 
as an oscillatory condition of the system was monitored when 
only the integral controller of the governor was considered.   
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Fig. 10. Frequency oscillation in area 1. 
Enhancement of system dynamic response was monitored 
when the PID controller was applied. Moreover, using the 
proposed tuning algorithm, the system dynamic response 
improved more, indicated by lower overshoot and faster 
settling time.  The comparison of overshoot and setting time 
with three different control approaches are presented in Table 
I-III. 
 
Fig. 11. Frequency oscillation in area 1. 
 
TABLE I 
OVERSHOOT AND SETTLING TIME OF FREQUENCY AREA 1 
 Cases 
Integral Control PID PID Optimal 
Overshoot -0.0009936 -0.000328 -0.0002639 
Settling time >20 >5 >5 
 
TABLE II 
OVERSHOOT AND SETTLING TIME OF FREQUENCY AREA 2 
 Cases 
Integral Control PID PID Optimal 
Overshoot -0.000285 -0.0000303 -0.00002096 
Settling time >50 >10 >10 
 
Fig. 12. Frequency oscillation in area 2 
 
Fig. 13. Inter-area power oscillation. 
B. Case Study 2 
In the second case study, load frequency control two area 
power system was considered as a benchmark for the 
frequency analysis study. A modification was made in the 
system by putting PV plant in area 1. Moreover, the system 
comprises a 13-order model equipped with a PID controller 
as governor controller and PV plant integrating into area 1. 
To analyze the performance of the system, a small 
disturbance was applied in area 1 by giving 0.01 step input of 
PV active power. Figs. 14-16 illustrate time domain 
simulation of inter-area power and frequency oscillations in 
area 1 and 2. It was found that due to a small disturbance in 
area 1, overshoot signal in area 1, area 2 and inter-area were 
observed. It was noticeable that the oscillatory condition of 
the system with the integral controller only as governor 
control method results in the worst condition of system 
dynamic response.  
It was also found that by using PID controller as governor 
controller, the oscillatory circumstances improved, indicated 
by lower overshoot and faster setting time. Moreover, the best 
performance was monitored when the PID controller tuned 
by the DEA.  
 
 
 
 
 
fre
qu
en
cy
 d
ev
ia
tio
n 
ar
ea
 1
 (p
u)
fre
qu
en
cy
 d
ev
ia
tio
n 
ar
ea
 2
 (p
u)
0 5 10 15 20 25 30 35 40 45 50
time (second)
-3
-2.5
-2
-1.5
-1
-0.5
0
in
te
r-
ar
ea
 p
ow
er
 d
ev
ia
tio
n 
(p
u)
10-3
Integral control
PID conventional
PID optimal
KRISMANTO et al.: INTELLIGENT LOAD FREQUENCY CONTROL CONSIDERING LARGE SCALE PV GENERATION              86 
 
The comparison of system dynamic performances using 
three different control approached are presented in Table IV-
VI. 
 
 
Fig. 14. Frequency oscillation in area 1. 
 
TABLE III 
OVERSHOOT AND SETTLING TIME OF INTER-AREA POWER 
 Cases 
Integral Control PID PID Optimal 
Overshoot -0.002548 -0.0004143 -0.0003304 
Settling time >50 >10 >10 
 
 
TABLE IV 
OVERSHOOT AND SETTLING TIME OF FREQUENCY AREA 1 
 Cases 
Integral Control PID PID Optimal 
Overshoot 0.00099 0.0003286 -0.000255 
Settling time >20 >5 >5 
 
 
 
Fig. 15. Frequency oscillation in area 2. 
 
Fig. 16. Inter-area oscillation in area 1 
C. Case Study 3 
In the third case study, load frequency control in two area 
power system was considered as a benchmark for the 
frequency analysis study. A modification was made to the 
system by integrating PV plant in area 1. Moreover, the 
system comprises a 13-order model equipped with a PID 
controller as governor controller and PV plant integrating into 
area 1. To analyze the performance of the system, a small 
perturbation was applied in area 1 by giving 0.01 step input 
of load changing and PV active power. Figs. 17-19 illustrate 
time domain simulation of inter-area power and frequency 
oscillation in area 1 and 2.  
 
 
Fig. 17. Inter-area oscillation in area 1. 
It was observed that when the system is subjected to a 
small disturbance in area 1, overshoots of the signal in area 1, 
area 2 and inter-area power were monitored. Similar to the 
previous two study cases, the worst system dynamic behavior 
was monitored when the only integral controller was 
considered as governor control.  
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It was also found that implementation of a PID controller 
as governor controller potentially improve the oscillatory 
condition of the system.  The system dynamic performance 
can be more enhanced when the PID controller parameters 
were tuned by DEA.  
 
Fig. 18. Inter-area oscillation in area 1. 
 
Fig. 19. Inter-area oscillation in area 1. 
V. CONCLUSIONS 
Optimization of control parameters of LFC using DEA 
approach is thoroughly investigated in this work. Three 
different study cases have been presented to observe the 
effects of the proposed optimization approach on system 
dynamic response. It was clearly monitored that by using the 
DEA procedure, oscillatory conditions when the investigated 
test system was subjected to small disturbance damped 
significantly. The system dynamic responses enhanced 
remarkably, indicated by lower overshoot and faster settling 
time. It was also monitored that the proposed optimization 
method can provide an enhancement of system dynamic 
performance with the high PV penetration level, facilitating 
the integration of more renewable energy in the power system 
environment. 
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